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1
METHOD AND APPARATUS FOR
MANAGING GROUP COMMUNICATIONS

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. patent applica-
tion Ser. No. 13/392,052 filed Jun. 12, 2012, which is the
U.S. National Stage of International Application No. PCT/
US2010/046648 filed Aug. 25, 2010, which claims the
benefit of U.S. Provisional Application Ser. No. 61/236,645
filed Aug. 25, 2009, the contents of which are hereby
incorporated by reference herein.

FIELD OF INVENTION

The present invention is related to wireless communica-
tions.

BACKGROUND

Dedicated feedback channels have been introduced to
improve performance for multicast services and broadcast
services, such as Enhanced Multicast and Broadcast Ser-
vices (E-MBS) for 802.16m and evolved Multicast Broad-
cast Multimedia Systems (eMBMS) for 3rd Generation
Partnership Project (3GPP) High Speed Packet Access
(HSPA) and Long Term Evolution (LTE) and to allow the
service provider to determine, for example, transmission
parameters for various services, including for example,
broadcast services.

For dedicated feedback channels, each WTRU may be
assigned its own resources for feedback. While it may be
possible to reduce WTRU battery consumption by, for
example, only transmitting negative acknowledgements, the
resources cannot be used for other WTRUs. Moreover, while
this method allows the base station to know the exact
identity of the WTRU, providing feedback for a large
number of WIRUs requires a prohibitive amount of uplink
resources.

SUMMARY

A method and an apparatus for managing group commu-
nications are disclosed. The example methods disclose
forming subscriber groups, signaling of group assignments,
grouping physical channels, assigning logical or physical
channels to subscriber groups, and defining triggers for
activating channels.

BRIEF DESCRIPTION OF THE DRAWINGS

A more detailed understanding of the invention may be
had from the following description, given by way of
example and to be understood in conjunction with the
accompanying drawings wherein:

FIG. 1A is a system diagram of an example communica-
tions system in which one or more disclosed embodiments
may be implemented;

FIG. 1B is a system diagram of an example wireless
transmit/receive unit (WTRU) that may be used within the
communications system illustrated in FIG. 1A;

FIG. 2A is a system diagram of an example radio access
network and an example core network that may be used
within the communications system illustrated in FIG. 1A;

15

20

30

45

55

2

FIG. 2B is another system diagram of an example radio
access network and an example core network that may be
used within the communications system illustrated in FIG.
1A;

FIG. 2C is yet another system diagram of an example
radio access network and an example core network that may
be used within the communications system illustrated in
FIG. 1A;

FIG. 3 is a flow diagram of a process for providing
feedback for a downlink shared service via a downlink
shared channel in accordance with one embodiment;

FIG. 4 shows one possible power variation scheme of an
HS-PDSCH,

FIG. 5 shows an example flow diagram of a process for
providing feedback for a downlink shared service transmit-
ted to a plurality of WTRUs via HSDPA in accordance with
another embodiment;

FIG. 6 shows an example flow diagram of an example
process of evaluating a transmission criterion for transmit-
ting a P-RAFCH; and

FIG. 7 shows an example mapping between subscribers
and physical channels.

DETAILED DESCRIPTION OF THE
PREFERRED EMBODIMENTS

FIG. 1A is a diagram of an example communications
system 100 in which one or more disclosed embodiments
may be implemented. The communications system 100 may
be a multiple access system that provides content, such as
voice, data, video, messaging, broadcast, etc., to multiple
wireless users. The communications system 100 may enable
multiple wireless users to access such content through the
sharing of system resources, including wireless bandwidth.
For example, the communications systems 100 may employ
one or more channel access methods, such as code division
multiple access (CDMA), time division multiple access
(TDMA), frequency division multiple access (FDMA),
orthogonal FDMA (OFDMA), single-carrier FDMA (SC-
FDMA), and the like.

As shown in FIG. 1A, the communications system 100
may include wireless transmit/receive units (WTRUs) 102a,
1024, 102¢, 1024, a radio access network (RAN) 104, a core
network 106, a public switched telephone network (PSTN)
108, the Internet 110, and other networks 112, though it will
be appreciated that the disclosed embodiments contemplate
any number of WTRUSs, base stations, networks, and/or
network elements. Each of the WTRUs 102a, 1025, 102c¢,
102d may be any type of device configured to operate and/or
communicate in a wireless environment. By way of
example, the WIRUs 102q, 10256, 102¢, 102d may be
configured to transmit and/or receive wireless signals and
may include user equipment (UE), a mobile station, a fixed
or mobile subscriber unit, a pager, a cellular telephone, a
personal digital assistant (PDA), a smartphone, a laptop, a
netbook, a personal computer, a wireless sensor, consumer
electronics, and the like.

The communications systems 100 may also include a base
station 114a and a base station 11456. Each of the base
stations 114a, 1145 may be any type of device configured to
wirelessly interface with at least one of the WIRUs 102a,
1025, 102¢, 1024 to facilitate access to one or more com-
munication networks, such as the core network 106, the
Internet 110, and/or the networks 112. By way of example,
the base stations 114a, 1145 may be a base transceiver
station (BTS), a Node-B, an eNode B, a Home Node B, a
Home eNode B, a site controller, an access point (AP), a
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wireless router, and the like. While the base stations 114a,
1145 are each depicted as a single element, it will be
appreciated that the base stations 114a, 1145 may include
any number of interconnected base stations and/or network
elements.

The base station 114a may be part of the RAN 104, which
may also include other base stations and/or network ele-
ments (not shown), such as a base station controller (BSC),
a radio network controller (RNC), relay nodes, etc. The base
station 114a and/or the base station 1145 may be configured
to transmit and/or receive wireless signals within a particular
geographic region, which may be referred to as a cell (not
shown). The cell may further be divided into cell sectors. For
example, the cell associated with the base station 114a may
be divided into three sectors. Thus, in one embodiment, the
base station 114a may include three transceivers, i.e., one for
each sector of the cell. In another embodiment, the base
station 114¢ may employ multiple-input multiple output
(MIMO) technology and, therefore, may utilize multiple
transceivers for each sector of the cell.

The base stations 114a, 1145 may communicate with one
or more of the WTRUs 1024, 1025, 102¢, 1024 over an air
interface 116, which may be any suitable wireless commu-
nication link (e.g., radio frequency (RF), microwave, infra-
red (IR), ultraviolet (UV), visible light, etc.). The air inter-
face 116 may be established using any suitable radio access
technology (RAT).

More specifically, as noted above, the communications
system 100 may be a multiple access system and may
employ one or more channel access schemes, such as
CDMA, TDMA, FDMA, OFDMA, SC-FDMA, and the like.
For example, the base station 1144 in the RAN 104 and the
WTRUs 1024, 1025, 102¢ may implement a radio technol-
ogy such as Universal Mobile Telecommunications System
(UMTS) Terrestrial Radio Access (UTRA), which may
establish the air interface 116 using wideband CDMA
(WCDMA). WCDMA may include communication proto-
cols such as High-Speed Packet Access (HSPA) and/or
Evolved HSPA (HSPA+). HSPA may include High-Speed
Downlink Packet Access (HSDPA) and/or High-Speed
Uplink Packet Access (HSUPA).

In another embodiment, the base station 114a and the
WTRUs 1024, 1025, 102¢ may implement a radio technol-
ogy such as Evolved UMTS Terrestrial Radio Access
(E-UTRA), which may establish the air interface 116 using
Long Term Evolution (LTE) and/or LTE-Advanced (LTE-
A).

In other embodiments, the base station 114a and the
WTRUs 1024a, 1025, 102¢ may implement radio technolo-
gies such as IEEE 802.16 (i.e., Worldwide Interoperability
for Microwave Access (WiMAX)), CDMA2000,
CDMA2000 1x, CDMA2000 EV-DO, Interim Standard
2000 (IS-2000), Interim Standard 95 (IS-95), Interim Stan-
dard 856 (IS-856), Global System for Mobile communica-
tions (GSM), Enhanced Data rates for GSM Evolution
(EDGE), GSM EDGE (GERAN), and the like.

The base station 1145 in FIG. 1A may be a wireless router,
Home Node B, Home eNode B, or access point, for example,
and may utilize any suitable RAT for facilitating wireless
connectivity in a localized area, such as a place of business,
a home, a vehicle, a campus, and the like. In one embodi-
ment, the base station 1145 and the WTRUs 102¢, 1024 may
implement a radio technology such as IEEE 802.11 to
establish a wireless local area network (WLAN). In another
embodiment, the base station 1145 and the WIRUs 102¢,
102d may implement a radio technology such as IEEE
802.15 to establish a wireless personal area network
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(WPAN). In yet another embodiment, the base station 1146
and the WTRUs 102¢, 1024 may utilize a cellular-based
RAT (e.g., WCDMA, CDMA2000, GSM, LTE, LTE-A, etc.)
to establish a picocell or femtocell. As shown in FIG. 1A, the
base station 1146 may have a direct connection to the
Internet 110. Thus, the base station 1145 may not be required
to access the Internet 110 via the core network 106.

The RAN 104 may be in communication with the core
network 106, which may be any type of network configured
to provide voice, data, applications, and/or voice over inter-
net protocol (VoIP) services to one or more of the WTRUs
102a, 1025, 102¢, 102d. For example, the core network 106
may provide call control, billing services, mobile location-
based services, pre-paid calling, Internet connectivity, video
distribution, etc., and/or perform high-level security func-
tions, such as user authentication. Although not shown in
FIG. 1A, it will be appreciated that the RAN 104 and/or the
core network 106 may be in direct or indirect communica-
tion with other RANs that employ the same RAT as the RAN
104 or a different RAT. For example, in addition to being
connected to the RAN 104, which may be utilizing an
E-UTRA radio technology, the core network 106 may also
be in communication with another RAN (not shown)
employing a GSM radio technology.

The core network 106 may also serve as a gateway for the
WTRUs 102a,10256, 102¢, 1024 to access the PSTN 108, the
Internet 110, and/or other networks 112. The PSTN 108 may
include circuit-switched telephone networks that provide
plain old telephone service (POTS). The Internet 110 may
include a global system of interconnected computer net-
works and devices that use common communication proto-
cols, such as the transmission control protocol (TCP), user
datagram protocol (UDP) and the internet protocol (IP) in
the TCP/IP internet protocol suite. The networks 112 may
include wired or wireless communications networks owned
and/or operated by other service providers. For example, the
networks 112 may include another core network connected
to one or more RANs, which may employ the same RAT as
the RAN 104 or a different RAT.

Some or all of the WTRUs 102a, 1025, 102¢, 1024 in the
communications system 100 may include multi-mode capa-
bilities, i.e., the WIRUs 102a, 1025, 102¢, 102d may
include multiple transceivers for communicating with dif-
ferent wireless networks over different wireless links. For
example, the WIRU 102¢ shown in FIG. 1A may be
configured to communicate with the base station 114a,
which may employ a cellular-based radio technology, and
with the base station 1145, which may employ an IEEE 802
radio technology.

FIG. 1B is a system diagram of an example WTRU 102.
As shown in FIG. 1B, the WTRU 102 may include a
processor 118, a transceiver 120, a transmit/receive element
122, a speaker/microphone 124, a keypad 126, a display/
touchpad 128, non-removable memory 106, removable
memory 132, a power source 134, a global positioning
system (GPS) chipset 136, and other peripherals 138. It will
be appreciated that the WTRU 102 may include any sub-
combination of the foregoing elements while remaining
consistent with an embodiment.

The processor 118 may be a general purpose processor, a
special purpose processor, a conventional processor, a digi-
tal signal processor (DSP), a plurality of microprocessors,
one or more microprocessors in association with a DSP core,
a controller, a microcontroller, Application Specific Inte-
grated Circuits (ASICs), Field Programmable Gate Array
(FPGAs) circuits, any other type of integrated circuit (IC), a
state machine, and the like. The processor 118 may perform
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signal coding, data processing, power control, input/output
processing, and/or any other functionality that enables the
WTRU 102 to operate in a wireless environment. The
processor 118 may be coupled to the transceiver 120, which
may be coupled to the transmit/receive element 122. While
FIG. 1B depicts the processor 118 and the transceiver 120 as
separate components, it will be appreciated that the proces-
sor 118 and the transceiver 120 may be integrated together
in an electronic package or chip.

The transmit/receive element 122 may be configured to
transmit signals to, or receive signals from, a base station
(e.g., the base station 114a) over the air interface 116. For
example, in one embodiment, the transmit/receive element
122 may be an antenna configured to transmit and/or receive
RF signals. In another embodiment, the transmit/receive
element 122 may be an emitter/detector configured to trans-
mit and/or receive IR, UV, or visible light signals, for
example. In yet another embodiment, the transmit/receive
element 122 may be configured to transmit and receive both
RF and light signals. It will be appreciated that the transmit/
receive element 122 may be configured to transmit and/or
receive any combination of wireless signals.

In addition, although the transmit/receive element 122 is
depicted in FIG. 1B as a single element, the WTRU 102 may
include any number of transmit/receive elements 122. More
specifically, the WIRU 102 may employ MIMO technology.
Thus, in one embodiment, the WTRU 102 may include two
or more transmit/receive elements 122 (e.g., multiple anten-
nas) for transmitting and receiving wireless signals over the
air interface 116.

The transceiver 120 may be configured to modulate the
signals that are to be transmitted by the transmit/receive
element 122 and to demodulate the signals that are received
by the transmit/receive element 122. As noted above, the
WTRU 102 may have multi-mode capabilities. Thus, the
transceiver 120 may include multiple transceivers for
enabling the WTRU 102 to communicate via multiple RATs,
such as UTRA and IEEE 802.11, for example.

The processor 118 of the WTRU 102 may be coupled to,
and may receive user input data from, the speaker/micro-
phone 124, the keypad 126, and/or the display/touchpad 128
(e.g., a liquid crystal display (LCD) display unit or organic
light-emitting diode (OLED) display unit). The processor
118 may also output user data to the speaker/microphone
124, the keypad 126, and/or the display/touchpad 128. In
addition, the processor 118 may access information from,
and store data in, any type of suitable memory, such as the
non-removable memory 106 and/or the removable memory
132. The non-removable memory 106 may include random-
access memory (RAM), read-only memory (ROM), a hard
disk, or any other type of memory storage device. The
removable memory 132 may include a subscriber identity
module (SIM) card, a memory stick, a secure digital (SD)
memory card, and the like. In other embodiments, the
processor 118 may access information from, and store data
in, memory that is not physically located on the WTRU 102,
such as on a server or a home computer (not shown).

The processor 118 may receive power from the power
source 134, and may be configured to distribute and/or
control the power to the other components in the WIRU
102. The power source 134 may be any suitable device for
powering the WTRU 102. For example, the power source
134 may include one or more dry cell batteries (e.g.,
nickel-cadmium (NiCd), nickel-zinc (NiZn), nickel metal
hydride (NiMH), lithium-ion (Li-ion), etc.), solar cells, fuel
cells, and the like.
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The processor 118 may also be coupled to the GPS chipset
136, which may be configured to provide location informa-
tion (e.g., longitude and latitude) regarding the current
location of the WTRU 102. In addition to, or in lieu of, the
information from the GPS chipset 136, the WTRU 102 may
receive location information over the air interface 116 from
a base station (e.g., base stations 114a, 1145) and/or deter-
mine its location based on the timing of the signals being
received from two or more nearby base stations. It will be
appreciated that the WIRU 102 may acquire location infor-
mation by way of any suitable location-determination
method while remaining consistent with an embodiment.

The processor 118 may further be coupled to other
peripherals 138, which may include one or more software
and/or hardware modules that provide additional features,
functionality and/or wired or wireless connectivity. For
example, the peripherals 138 may include an accelerometer,
an e-compass, a satellite transceiver, a digital camera (for
photographs or video), a universal serial bus (USB) port, a
vibration device, a television transceiver, a hands free head-
set, a Bluetooth® module, a frequency modulated (FM)
radio unit, a digital music player, a media player, a video
game player module, an Internet browser, and the like.

FIG. 2A is a system diagram of a RAN 204 and a core
network 206 according to an embodiment. A RAN 204 may
employ a UTRA radio technology to communicate with
WTRUs 202a, 2025, 202¢ over an air interface 216. The
RAN 204 may also be in communication with the core
network 206. As shown in FIG. 2A, the RAN 204 may
include Node-Bs 2404, 2405, 240¢, which may each include
one or more transceivers for communicating with the
WTRUs 202a, 2025, 202¢ over the air interface 216. The
Node-Bs 240a, 2405, 240¢ may each be associated with a
particular cell (not shown) within the RAN 204. The RAN
204 may also include RNCs 242a, 2425b. It will be appre-
ciated that the RAN 204 may include any number of
Node-Bs and RNCs while remaining consistent with an
embodiment.

As shown in FIG. 2A, the Node-Bs 240a, 2405 may be in
communication with the RNC 242a. Additionally, the
Node-B 240¢ may be in communication with the RNC 2425.
The Node-Bs 240a, 2405, 240c may communicate with the
respective RNCs 242a, 2425 via an Iub interface. The RNCs
242a, 242b may be in communication with one another via
an Iur interface. Each of the RNCs 242a, 2425 may be
configured to control the respective Node-Bs 240qa, 2405,
240c¢ to which it is connected. In addition, each of the RNCs
242a, 2425 may be configured to carry out or support other
functionality, such as outer loop power control, load control,
admission control, packet scheduling, handover control,
macrodiversity, security functions, data encryption, and the
like.

The core network 206 shown in FIG. 2A may include a
media gateway (MGW) 244, a mobile switching center
(MSC) 246, a serving GPRS support node (SGSN) 248,
and/or a gateway GPRS support node (GGSN) 250. While
each of the foregoing elements are depicted as part of a core
network 206, it will be appreciated that any one of these
elements may be owned and/or operated by an entity other
than the core network operator.

The RNC 242a in the RAN 204 may be connected to the
MSC 246 in the core network 206 via an IuCS interface. The
MSC 246 may be connected to the MGW 244. The MSC 246
and the MGW 244 may provide the WTRUs 2024, 2025,
202¢ with access to circuit-switched networks, such as the
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PSTN 208, to facilitate communications between the
WTRUs 2024, 20254, 202¢ and traditional land-line commu-
nications devices.

The RNC 2424 in the RAN 204 may also be connected to
the SGSN 248 in the core network 206 via an [uPS interface.
The SGSN 248 may be connected to the GGSN 250. The
SGSN 248 and the GGSN 250 may provide the WTRUs
202a, 2025, 202¢ with access to packet-switched networks,
such as the Internet 210, to facilitate communications
between and the WTRUs 202a, 2025, 202¢ and IP-enabled
devices.

As noted above, the core network 206 may also be
connected to the networks 212, which may include other
wired or wireless networks that are owned and/or operated
by other service providers.

FIG. 2B is a system diagram of a RAN 254 and a core
network 256 according to another embodiment. The RAN
254 may employ an E-UTRA radio technology to commu-
nicate with the WTRUs 252a, 252b, 252¢ over the air
interface 266. The RAN 254 may also be in communication
with the core network 256.

The RAN 254 may include eNode-Bs 270a, 2705, 270c,
though it will be appreciated that the RAN 254 may include
any number of eNode-Bs while remaining consistent with an
embodiment. The eNode-Bs 270a, 2705, 270c may each
include one or more transceivers for communicating with
the WTRUs 252a, 2525b, 252¢ over the air interface 266. In
one embodiment, the eNode-Bs 270a, 2705, 270¢ may
implement MIMO technology. Thus, the eNode-B 270q, for
example, may use multiple antennas to transmit wireless
signals to, and receive wireless signals from, the WTRU
252a.

Each of the eNode-Bs 270a, 2705, 270¢ may be associ-
ated with a particular cell (not shown) and may be config-
ured to handle radio resource management decisions, han-
dover decisions, scheduling of users in the uplink and/or
downlink, and the like. As shown in FIG. 2B, the eNode-Bs
270a, 2705, 270¢ may communicate with one another over
an X2 interface.

The core network 256 shown in FIG. 2B may include a
mobility management gateway (MME) 272, a serving gate-
way 274, and a packet data network (PDN) gateway 276.
While each of the foregoing elements are depicted as part of
the core network 256, it will be appreciated that any one of
these elements may be owned and/or operated by an entity
other than the core network operator.

The MME 272 may be connected to each of the eNode-Bs
270a, 2706, 270c¢ in the RAN 254 via an S1 interface and
may serve as a control node. For example, the MME 272
may be responsible for authenticating users of the WITRUs
252a, 252b, 252¢, bearer activation/deactivation, selecting a
particular serving gateway during an initial attach of the
WTRUSs 2524, 2525, 252¢, and the like. The MME 272 may
also provide a control plane function for switching between
the RAN 254 and other RANs (not shown) that employ other
radio technologies, such as GSM or WCDMA.

The serving gateway 274 may be connected to each of the
eNode Bs 270a, 2705, 270c in the RAN 254 via the S1
interface. The serving gateway 274 may generally route and
forward user data packets to/from the WTRUs 2524, 2525,
252¢. The serving gateway 274 may also perform other
functions, such as anchoring user planes during inter-eNode
B handovers, triggering paging when downlink data is
available for the WTRUs 252a, 2525, 252¢, managing and
storing contexts of the WIRUs 252qa, 2525, 252¢, and the
like.
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The serving gateway 274 may also be connected to the
PDN gateway 146, which may provide the WTRUs 252a,
252b, 252¢ with access to packet-switched networks, such as
Internet 260, to facilitate communications between the
WTRUs 252a, 252b, 252¢ and IP-enabled devices.

The core network 256 may facilitate communications
with other networks. For example, the core network 256
may provide the WTRUs 252a, 2525, 252¢ with access to
circuit-switched networks, such as the PSTN 258, to facili-
tate communications between the WTRUs 252a, 2525, 252¢
and traditional land-line communications devices. For
example, the core network 256 may include, or may com-
municate with, an IP gateway (e.g., an IP multimedia sub-
system (IMS) server) that serves as an interface between the
core network 106 and the PSTN 258. In addition, the core
network 256 may provide the WTRUs 252a, 2525, 252¢
with access to the networks 262, which may include other
wired or wireless networks that are owned and/or operated
by other service providers.

FIG. 2C is a system diagram of the RAN 284 and a core
network 286 according to another embodiment. The RAN
284 may be an access service network (ASN) that employs
IEEE 802.16 radio technology to communicate with the
WTRUs 2824, 2825b, 282¢ over an air interface 294. As will
be further discussed below, the communication links
between the different functional entities of the WTRUs
282a, 282b, 282c, the RAN 284, and the core network 286
may be defined as reference points.

As shown in FIG. 2C, the RAN 284 may include base
stations 280a, 2805, 280c¢, and an ASN gateway 296, though
it will be appreciated that the RAN 284 may include any
number of base stations and ASN gateways while remaining
consistent with an embodiment. The base stations 280a,
2805, 280c may each be associated with a particular cell (not
shown) in the RAN 284 and may each include one or more
transceivers for communicating with the WTRUs 282a,
282b, 282¢ over the air interface 294. In one embodiment,
the base stations 280a, 2805, 280¢ may implement MIMO
technology. Thus, the base station 280q, for example, may
use multiple antennas to transmit wireless signals to, and
receive wireless signals from, the WTRU 2824. The base
stations 280a, 2805, 280c may also provide mobility man-
agement functions, such as handoft triggering, tunnel estab-
lishment, radio resource management, traffic classification,
quality of service (QoS) policy enforcement, and the like.
The ASN gateway 296 may serve as a traffic aggregation
point and may be responsible for paging, caching of sub-
scriber profiles, routing to the core network 286, and the
like.

The air interface 294 between the WTRUs 282a, 2825,
282¢ and the RAN 284 may be defined as an R1 reference
point that implements the IEEE 802.16 specification. In
addition, each of the WTRUs 282a, 2825, 282¢ may estab-
lish a logical interface (not shown) with the core network
286. The logical interface between the WTRUs 282a, 2825,
282¢ and the core network 286 may be defined as an R2
reference point, which may be used for authentication,
authorization, 1P host configuration management, and/or
mobility management.

The communication link between each of the base stations
280a, 2805, 280c may be defined as an R8 reference point
that includes protocols for facilitating WTRU handovers and
the transfer of data between base stations. The communica-
tion link between the base stations 280a, 2805, 280¢ and the
ASN gateway 296 may be defined as an R6 reference point.
The R6 reference point may include protocols for facilitating
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mobility management based on mobility events associated
with each of the WTRUs 282a, 2825, 282c.

As shown in FIG. 2C, the RAN 284 may be connected to
the core network 286. The communication link between the
RAN 284 and the core network 286 may defined as an R3
reference point that includes protocols for facilitating data
transfer and mobility management capabilities, for example.
The core network 286 may include a mobile IP home agent
(MIP-HA) 298, an authentication, authorization, accounting
(AAA) server 297, and a gateway 299. While each of the
foregoing elements are depicted as part of the core network
286, it will be appreciated that any one of these elements
may be owned and/or operated by an entity other than the
core network operator.

The MIP-HA 298 may be responsible for IP address
management, and may enable the WITRUs 2824, 2825, 282¢
to roam between different ASNs and/or different core net-
works. The MIP-HA 298 may provide the WITRUs 282a,
282b, 282c¢ with access to packet-switched networks, such as
the Internet 110, to facilitate communications between the
WTRUs 282a, 282b, 282¢ and IP-enabled devices. The
AAA server 297 may be responsible for user authentication
and for supporting user services. The gateway 299 may
facilitate interworking with other networks. For example,
the gateway 299 may provide the WIRUs 282a, 2825, 282¢
with access to circuit-switched networks, such as the PSTN
288, to facilitate communications between the WTRUs
282a, 282b, 282¢ and traditional land-line communications
devices. In addition, the gateway 299 may provide the
WTRUs 282a, 2825, 282¢ with access to the networks 292,
which may include other wired or wireless networks that are
owned and/or operated by other service providers.

Although not shown in FIG. 2C, it will be appreciated that
the RAN 284 may be connected to other ASNs and the core
network 286 may be connected to other core networks. The
communication link between the RAN 284 the other ASNs
may be defined as an R4 reference point, which may include
protocols for coordinating the mobility of the WTRUs 282a,
282b, 282¢ between the RAN 284 and the other ASNs. The
communication link between the core network 106 and the
other core networks may be defined as an RS reference,
which may include protocols for facilitating interworking
between home core networks and visited core networks.

In general, a WTRU may include a transmitter, a receiver,
a decoder, a CQI measurement unit, a memory, a controller,
and an antenna. The memory is provided to store software
including operating system, application, etc. The controller
is configured to perform a method of sending feedback for
a downlink shared service. The receiver and the transmitter
are in communication with the controller. The antenna is in
communication with both the transmitter and the receiver to
facilitate the transmission and reception of wireless data.

The receiver receives signals from a Node-B. The decoder
decodes the received signal from the Node-B. The decoder
may decode a high speed shared control channel (HS-
SCCH) signal while the WTRU is in a Cell_FACH state. The
decoder may decode a downlink transmission on a high
speed physical downlink shared channel (HS-PDSCH) if the
WTRU 100 successtully decodes an identity (ID) of the
WTRU on the signal on the HS-SCCH. The transmitter
sends feedback, (i.e., a CQI or an acknowledgement based
on the decoding of the downlink transmission), to a Node-B
via a contention-based shared feedback channel, which will
be explained in detail below. The CQI measurement unit
outputs a CQI, which will be explained in detail below.

In general, a Node-B includes a encoder, a transmitter, a
receiver, a controller, and an antenna. The controller is
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configured to perform a method of estimating a number of
WTRUs in a cell. The transmitter and the receiver are in
communication with the controller. The antenna is in com-
munication with both the transmitter and the receiver to
facilitate the transmission and reception of wireless data.

The encoder encodes data stream(s) for transmission. The
transmitter sends a downlink transmission including the
encoded data stream(s) for a downlink shared service to a
plurality of WTRUs via a downlink shared channel. The
controller controls a downlink transmit power and/or an
MCS on the downlink shared channel so that the downlink
transmissions are transmitted to the WTRUs with a high
likelihood of success of being received. The receiver
receives feedback from the WTRUs via a contention-based
shared feedback channel.

In general, subscribers to a certain service may use a
common feedback channel to send a pre-defined signal upon
meeting certain conditions that may include errors, signal
levels, or a response to polling (for counting purposes). This
may be further conditioned on the success of an experiment
with a prescribed probability. In all of these cases it is
assumed that it isn’t essential that the base station knows the
identity or the exact number of wireless transmit/receive
units (WTRUs) that have signaled on the common channel,
rather a rough estimate of the number of WTRUS s or even the
mere fact that one or more WITRUs have done so may
suffice.

The common feedback channel may be a physical channel
that carries one bit, where the logical meaning of the bit may
be defined by the base station. It may be constructed such
that an event of 2 or more WTRUs signaling the same
channel at the same time may be interpreted by the base
station as “one or more”. One or more physical channels
may be grouped into a logical channel.

FIG. 3 is a flow diagram of a process 300 for providing
feedback for a downlink shared service via a downlink
shared channel in accordance with one embodiment. A
WTRU is scheduled to receive a downlink transmission via
a downlink shared channel for a downlink shared service
that is provided to a plurality of WTRUs from a Node-B
(302). The WTRU decodes the downlink transmission (304).
If the decoding is not successful, the WIRU sends a
pre-defined burst signifying a negative acknowledgement
(NACK) to the Node-B via a contention-based shared feed-
back channel (306). The pre-defined burst may be sent only
once without requiring an acknowledgement from the Node-
B. If the decoding is successful, the WITRU does not send
feedback, (i.e., an ACK is implicit).

An uplink shared feedback channel, a physical random
access feedback channel (P-RAFCH), is introduced for
sending the feedback from the WTRU to the Node-B. The
P-RAFCH is a contention-based random access channel. For
example, at least one P-RAFCH may be associated with
each HS-SCCH in the downlink. If several downlink shared
services are supported over the HS-PDSCH(s), a set of
P-RAFCHs are provided for the downlink shared services
and each P-RAFCH may be dedicated to a particular down-
link shared service or a group of services.

The configuration of the shared feedback channel, (i.e.,
P-RAFCH), may be broadcast via system information block
(SIB) and may vary cell-by-cell. Alternatively, the shared
feedback channel configuration may be signaled through
dedicated signaling to the WTRUs that have a connection to
the radio access network (RAN), (e.g., WIRUs operating in
a CELL_FACH state or active/connected states). If e.g.
CDMA codes are used then the Node-B broadcasts available
codes and access slots/sub-frames and/or sub-carriers for the
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shared feedback channel. The access slot duration may be
the same as for the conventional RACH, and may be
matched, (i.e., derived), to the transmission time interval
(TTT) of the downlink shared services. When a WTRU needs
to provide feedback, and based on the broadcast or unicast
parameters above, the WIRU randomly selects a physical
resource, (e.g., a code and an access slot), associated with a
particular TTI on a particular downlink shared service and
sends its feedback.

It should be noted that the P-RAFCH may be defined by
a combination of any physical resources including, but not
limited to, code, subcarrier, time, space, etc., and the exact
definition of the P-RAFCH physical resource is not essential
to the embodiments disclosed herein.

In transmission of the feedback, (i.e., the pre-defined
burst), no transmit power ramp-up mechanism is used in
contrast to the conventional RACH. The WTRU may send
each feedback only once and does not require acknowledge-
ment of its receipt from the Node-B. The transmit power for
the feedback may be determined based on the received
power measured on a reference channel, (e.g., common pilot
channel (CPICH), HS-PDSCH, etc.), and a network-sup-
plied offset. The offset value may be broadcast. Alterna-
tively, the network may instruct the WTRU to use an
absolute power, and provides a rule when the WTRU is
allowed to provide feedback. For example, the WTRU may
be permitted to send feedback only if the received reference
channel power is above a pre-defined value.

If the WIRU has selected a Node-B out of several
synchronized Node-Bs which transmit the same downlink
transmission, the WTRU transmits a NACK only to that
selected Node-B. If the WTRU performs soft combining of
signals from a plurality of Node-Bs in an active set, the
WTRU sends a NACK to the strongest Node-B in the active
set.

The WTRU may send a NACK each time the WTRU fails
to decode the downlink transmission. Alternatively, the
WTRU may send a NACK after two or more successive
downlink transmissions have failed. For example, the
WTRU may send a NACK only if m out of n successive
transmissions have failed. The numbers m and n may be
determined by the network. For the purpose of counting m
out of n, original transmissions, re-transmissions, both, or
relative combination of both may be counted. The ability to
actually send the NACK may depend on some random
number with probability set by the network. The network
may indicate desired transmission of the NACK on a cell or
group of cells different from the one where the downlink
shared service, (e.g., MBMS), is received. The cells are
indicated by the network.

In one embodiment, the feedback may be anonymous. If
the feedback goes through, the Node-B knows that some
WTRU in the cell was not able to decode the downlink
transmission in a particular instance (TTI or sub-frame).
Alternatively, the WTRU ID may be signaled. In accordance
with one embodiment, the downlink shared service may be
mapped to a WTRU-specific signature code that will be
transmitted as the payload of the P-RAFCH. In accordance
with another embodiment, a WTRU connection ID may be
signaled along with the feedback. In accordance with yet
another embodiment, the access opportunities to the con-
tention-based shared feedback channel may be mapped to
the downlink shared service so that the WTRU ID may be
verified based on the predefined mapping. The mapping may
be transmitted by the network.

The Node-B calibrates the transmit power and/or adjusts
an MCS of the downlink shared channel carrying the shared
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downlink service so that it covers the desired coverage area,
(i.e., cell or a sector of a cell), with a high likelihood. With
the transmit power and/or MCS adjustment, the probability
that a WTRU will not receive the downlink data in a TTI can
be set to a desired operating point, preferably near zero.
Since a WTRU sending a NACK is almost certainly at the
edge of the cell or sector, the downlink power computation
should be done under this assumption. Since the Node-B
knows the cell or sector size, the Node-B 120 may configure
the downlink transmit power and/or MCS so that it does not
significantly interfere with other signals. Consequently, only
very few WTRUs may need to send a NACK for any single
TTI. With this approach where feedback power is fixed, a
rule may be set to prohibit WIRUs from sending feedback.

Since a WTRU sending a NACK is almost certainly at the
edge of the cell or sector, the uplink transmit power on the
shared feedback channel, (e.g., P-RAFCH), may be deter-
mined under this assumption. Since the Node-B 120 knows
the cell or sector size, the Node-B 120 configures the uplink
transmit power such that it does not significantly interfere
with other signals at the Node-B 120.

Under the above assumption, (very few NACKs expected
per TTI), the Node-B 120 may allocate enough shared
feedback channel resources so that the probability of colli-
sion for a NACK is kept low and the Node-B 120 is able to
receive a large number of NACKs without severely impact-
ing the uplink capacity. However this disclosure provides
means to schedule feedback from potentially a very large
number of WTRUs.

If the Node-B 120 receives at least one NACK, the
Node-B 120 may for example schedule a retransmission for
which the NACK is received and/or change the coding and
modulation characteristics of subsequent transmissions. In
this way, the HS-PDSCH operates as it conventionally does
under normal HSDPA operation. Packet delivery is guaran-
teed to the same extent as it is guaranteed under the current
HARQ, (i.e., subject to a maximum limit on re-transmis-
sions and errors in the feedback of NACKs).

The Node-B may maintain a threshold value and retrans-
mit the downlink transmission only if the number of NACKs
from the WTRUs exceeds the threshold value. While data
delivery is not guaranteed, it is guaranteed that no more than
a few WTRUs are unhappy. This limits the impact on the
downlink shared service throughput of a small number of
WTRUs. Alternatively, the Node-B 120 may ignore the
NACKs. The Node-B 120 may allocate no resources to the
shared feedback channel to obtain the same result.

The Node-B 120 may pool the NACKs, (i.e., keep track
of data that needs retransmission), and retransmit multiple
downlink transmissions at a later time as a single packet. In
this case, a sequence number and buffering may need to be
extended.

The Node-B 120 may implement the following downlink
power control mechanism for the HS-PDSCH. Let P, be the
HS-PDSCH power reference, (i.e., power per bit), for TTI n.
It a NACK is received, the Node-B 120 may set the transmit
power reference for TTI (n+1) as follows:

P, =P +flnum. of NACKs)Ay 4z} Or Equation (1)

P, 1=Pirix Equation (2)

If the Node-B 120 receives no NACKs, the Node-B 120 may
set the transmit power reference for TTI (n+1) as follows:

P, 1=P,-Ascx Equation (3)

Here, A, -z, An.4cx>0, () is a positive non-decreasing (but
may be constant) function of its argument. If the Node-B 120
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does not receive any NACKs, the Node-B 120 may bring the
transmit power reference down by a pre-defined decrement.
As soon as a NACK is received, the transmit power refer-
ence may be increased by a pre-defined increment. The
pre-defined increment and decrement may or may not be the
same. The increase may depend on the number of NACKs
received (but may also be constant). The ratio of increment
f(oum. of NACKSs)A,,, ~ and decrement A, preferably
depends on the expected probability of NACK. FIG. 4
shows one possible power variation scheme of an HS-
PDSCH.

The actual transmit power in TTI n depends on P,, and the
data format selected for the data, as it does conventionally.
Additionally, a maximum and a minimum power may be set
to limit the actual transmit power.

In addition to, or as an alternative to, the transmit power
control, the Node-B 120 may adjust an MCS of the downlink
shared service in a similar fashion. When no NACK is
received, the Node-B 120 may increase the MCS order, and
when at least one NACK is received, the Node-B 120 may
lower the MCS order.

For both power control and MCS control, the Node-B 120
may consider the resources allocated to other services in
determining the range of possible transmit power and MCS.
For instance, if the load created by other services is low, the
Node-B 120 may increase its transmission power and/or
reduce the MCS utilized for the downlink shared services,
which allows more WTRUSs to decode the service.

When the Node-B 120 needs to know how many WTRUs
are listening to the downlink shared service, the Node-B 120
may poll them by temporarily, (e.g., one (1) TTI), request all
WTRUSs to send NACKSs. For this, the Node-B 120 may send
a special burst or a data sequence with intentionally erro-
neous CRC check. This will force all WITRUs to respond
with a NACK. The Node-B 120 counts the number of
received NACKSs, making allowances for losses due to
fading and collisions. Not only does this provide a count that
should be approximately correct, but if the NACK power is
“absolute”, (as opposed to relative to a received power), a
distribution of uplink channel qualities is also obtained.

FIG. 5 is a flow diagram of an example process 500 for
providing feedback for downlink shared services to WITRUs
via HSDPA in accordance with another embodiment. A
WTRU receives signaling on an HS-SCCH from a Node-B
while the WTRU is in a Cell_FACH state (502). The WTRU
decodes a downlink transmission on an HS-PDSCH if the
WTRU successtully decodes an identity of the WIRU on
the signaling on the HS-SCCH (504). The WTRU sends an
acknowledgement to the Node-B based on the decoding of
the downlink transmission via a contention-based shared
feedback channel (506). The transmission on the shared
feedback channel and the signaling on the HS-SCCH have
a fixed timing relationship. Shared downlink transmission
may also be scheduled in advance e.g. by broadcast of its
parameters without the need for specific signaling.

One shared feedback channel may comprise one scram-
bling code and one channelization code, (or alternatively
any combination of physical resources), in the uplink. At
least one shared feedback channel is associated with each
HS-SCCH in the downlink. The shared feedback channel is
shared amongst all WIRUs in a CELL_FACH that are
requested to monitor the associated HS-SCCH.

Another example of a 1-bit common feedback channel is
one code on OFDMA sub-carriers. Multiple codes may be
defined that provide multiple feedback channels. The codes
may or may not be orthogonal.
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Transmission over the shared feedback channel by differ-
ent WIRUs may be time multiplexed, and follow a timing
restriction with respect to the signaling over the HS-SCCH.
More specifically, a WIRU transmits an ACK or NACK
message over the associated shared feedback channel at a
fixed time interval after having successfully decoded its
WTRU ID, (i.e., high speed radio network temporary iden-
tity (H-RNTT)) over the HS-SCCH. The duration of the time
interval should be set such that it is long enough for the
WTRU to receive and decode the data on the HS-PDSCH
and evaluate whether there was an error, (i.e., cyclic redun-
dancy check (CRC) verification), yet short enough to allow
the Node-B to quickly retransmit an erroneous transport
block as part of the HARQ processing. There needs to be a
one to one mapping between the downlink transmission and
the feedback.

The information and parameters related to the shared
feedback channel may be signaled to the WTRU at the same
time as HS-SCCH-related information is signaled, either
through an SIB over the broadcast control channel (BCCH)/
broadcast channel (BCH) or through dedicated RRC or other
signaling, (e.g., new information element (IE) in the RRC
CONNECTION SETUP message).

The transmission power at which a WTRU sends the
feedback may be set based on the received power measured
on a reference channel, (e.g., CPICH, HS-PDSCH, etc.), and
anetwork-supplied offset value. The offset value may be part
of the SIB. Alternatively, the network may instruct the
WTRU to use an absolute power, but provides a rule when
the WTRU is allowed to provide feedback. For example, the
WTRU may be allowed to send the feedback if the received
reference channel power is below a pre-defined value.
Alternatively, the conventional HS-SCCH may be modified
to include power control information related to the trans-
mission of feedback over the shared feedback channel.
Power offset or relative power command, (e.g., increase or
decrease), bits may be introduced in the HS-SCCH to adjust
the transmission power of the WTRU over the shared
feedback channel. Optionally, the WTRU 100 may include
channel quality information in the feedback.

An alternative scheme for sending a CQI via the
P-RAFCH is disclosed hereinafter. A CQI is also transmitted
via the P-RAFCH. While the CQI feedback may be either
scheduled or triggered, the Node-B must be able to differ-
entiate between NACK only feedback, CQI only feedback,
and CQI feedback which is triggered by a NACK, (i.e.,
NACK+CQI). The P-RAFCH burst includes a data type
indicator for indicating NACK only, CQI only or NACK+
CQl, a data field for carrying CQI bits if needed, and a
reference field for carrying a modulation phase and power
reference, if needed.

These fields may be mapped into the burst by time
division multiplexing (TDM), (i.e., each data is transmitted
in its own time segment). Alternatively, the fields may be
mapped into the burst by code division multiplexing (CDM),
(e.g., a signature based structure as in the PRACH pre-
amble). Alternatively, the fields may be mapped into the
burst by frequency division multiplexing (FDM). FDM is
particularly appropriate for systems, such as long term
evolution (LTE), where a number of sub-carriers may be
utilized. The basic physical channel resources for carrying
these fields may be, but not necessarily, orthogonal at least
at the WIRU.

The data field, if present, may use any multi-dimensional
modulation schemes with each physical channel resource
(time slot, signature, carrier, etc.) providing a dimension in
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the modulation vector space. Some examples of possible
modulation schemes are as follows:

(1) Multi-dimensional m-phase shift keying (PSK) (in-
cluding binary phase shift keying (BPSK) (m=2), quadrature
phase shift keying (QPSK) (m=4)), m is an integer power of
2. The number of physical channel resources required is
M/log, m, and additional phase and power reference is
required.

(2) Multi-dimensional m-quadrature amplitude modula-
tion (QAM) (including BPSK (m=2) and QPSK (m=4)), m
is an integer power of 2. The number of physical channel
resources required is M/log, m, and additional phase and
power reference is required.

(3) m-ary orthogonal modulation. The number of physical
channel resources required is M (i.e., m=M), and additional
phase and power reference is not needed.

(4) m-ary bi-orthogonal modulation. The number of
physical channel resources required is M/2 (i.e., m=M/2),
and additional phase and power reference is required.

(5) Multi-dimensional on-off keying, (i.e., M/2 carriers
are either with or without power). The number of physical
channel resources required is M/2, (i.e., m=M/2), and addi-
tional phase and power reference is not required.

The modulation scheme to be used should be signaled to
the WTRU. Certain modulation schemes may require the use
of a phase and power reference, while others do not. The
reference, if required, may be sent together with the data
type indicator. The data type indicator and the reference field
may be sent on separate physical resources. Alternatively,
only the data type indicator is sent and the reference field is
derived from it using decisions feedback, (i.e., the data type
indicator is assumed to be demodulated correctly, which
permits its re-use as a reference signal).

Additionally, in order to avoid the explicit transmission of
the data type indicator, a CQI may always be triggered by
the need to transmit a NACK, (i.e., a NACK and a CQI are
always sent together). Alternatively, if a NACK is sent and
a CQI does not need to be sent, the data field corresponding
to the highest CQI value may be used. These types of
transmissions are referred to as an implicit data type format.
The use of this format should be signaled to the WITRU.

The Node-B detects the presence of power over the
complete burst. If power is detected in a burst space, and a
data type indicator is used, the Node-B reads the data type
indicator. If a CQI is present, the CQI is demodulated
according to the modulation scheme used. If the implicit
data type format is used, the presence of power indicates a
NACK and a CQI transmission.

Because of the multicast nature of the transmissions and
the need to serve most or all WIRUs, the Node-B may
collect CQIs over some time period. The Node-B selects the
minimum CQI over this time period and schedules data rates
according to the minimum CQI. In this manner all WTRUs
may be highly likely to be served.

This scheme does, however, have a disadvantage that a
WTRU with a bad channel condition may significantly
reduce the throughput of the whole system. The Node-B has
no way to identify that such a WTRU exists in a direct way
because all feedback from the WTRUs is anonymous. In
order to solve this problem, the Node-B may collect statis-
tics about CQI transmissions and may ignore any CQIs that
are statistically very far from the majority. The Node-B may
then select a minimum CQI from the remaining CQIs and
uses that as a baseline.

Alternatively, the Node-B may select a certain small
subset, (e.g., lower 20% or lower 10%), of CQIs after the
removal of outliers. The Node-B may then use an average of
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these, (e.g. the actual average, a median, etc.). Because of
the multicast nature, the highest CQIs are unlikely to have
any impact on the system operation. Thus, the WITRU may
not send the highest possible CQI value.

In another scheme, CQI signaling may also be imple-
mented with 1-bit P-FRACH in the following manner.
P-FRACH channel or channels may be defined for each
allowed MCS that a WITRU may request. A WIRU may
signal the channel that corresponds to the highest MCS it can
support. The Node-B may then obtain an estimate of the
distribution of desired CQI and choose the MCS of the next
transmission.

Another embodiment of layer 2/3 (1.2/3) based operation
is disclosed hereinafter. A WTRU listens to network signal-
ing which tells the WITRU 100 when, how often, and to
whom to report feedback to the downlink shared service.
The WTRU decodes signals on an allocated TT1 for a shared
downlink service. The WTRU then collects statistics of
decoding success or failure rate and compares to the decod-
ing statistics to a pre-defined threshold that is provided by
the network. The WTRU sends feedback if the decoding
statistics is worse than the pre-defined threshold.

If the WTRU has selected a Node-B out of several
synchronized Node-Bs which transmit the same data, the
WTRU transmits the feedback to that selected Node-B only.
If the WTRU performs soft combining of signals from a
plurality of Node-Bs in an active set, the WTRU sends the
feedback to the strongest Node-B in the active set.

The network may indicate desired transmission of the
NACK on a cell different from the one where the downlink
shared service, (e.g., MBMS), is received. The cell is
indicated by the network.

The downlink shared service may be mapped to a code
that will be transmitted with the NACK. Alternatively
WTRU connection ID may be signaled. Alternatively, if
using a PRACH for the feedback, the physical channel
access opportunities may be mapped to the downlink shared
service. The mapping may be indicated by the network. If
needed, CQI information may be transmitted together with
the NACK or in its place. Since the signaling is at [.2/3, a
larger number of bits are supported in a straightforward
fashion.

Some downlink shared services, (e.g., video), may use a
layered QoS mechanism where certain users get higher
throughput and quality than others. In a wireless system, an
important factor that determines the QoS of a user is the
throughput achievable given the location of the user in the
system. The maximum throughput achievable at cell edge is
typically less than the one achievable around the cell center.
The layered QoS may be supported without feedback from
dedicated physical channels.

One conventional layered QoS mechanism, (e.g., digital
video broadcasting (DVB)), is based on hierarchical modu-
lation. In hierarchical modulation, multiple data streams,
(typically a high-priority and a low-priority), are modulated
into a single signal that is received by all users. Users with
good signal quality may decode both data streams while
users with low signal quality may decode only the high-
priority stream. For instance, the streams may be encoded as
a 16 quadrature amplitude modulation (16QAM) signal. The
quadrant where the signal is located represents two high
priority bits whereas the position of the signal within the
quadrant represents two low priority bits. Users with good
signal quality are able to decode the signal as 16QAM while
users with low signal quality can only decode the signal as
quadrature phase shift keying (QPSK) and extract only the
high priority bits.
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In accordance with the embodiments, some new signaling
is provided. From the network point of view, it would be
unsatisfactory that all WTRUs report their ACK or NACK
feedback based on decoding of the high priority stream only
because it would lack information about the performance of
favorably located WTRUs. On the other hand, having all
WTRUs providing feedback based on decoding of all
streams is also unsatisfactory because non-favorably located
WTRUs would overload the P-RAFCH with NACK.

The network sets at least one CQI threshold to determine
on which stream each WTRU should provide feedback. The
CQI threshold(s) is signaled from the network, (e.g., on the
BCCH, dedicated control channel (DCCH), or MBMS con-
trol channel (MCCH) for broadcast, multicast, or unicast).

A WTRU measures its own CQI (or average CQI). The
WTRU compares the measured CQI to the CQI threshold(s)
and determines the smallest CQI threshold higher than the
measured CQI. This CQI threshold corresponds to a certain
subset of stream(s) that the WTRU needs to report feedback.
The WTRU reports ACK or NACK feedback on the decod-
ing of the subset of stream(s) determined based on the CQI
comparison. It is possible to further restrict the subset of
streams to report feedback based on WTRU subscription to
the high quality service.

A particular CQI threshold may be set below which the
WTRU is not allowed to provide feedback. For example, in
the case that there are only two streams, (high priority
stream and low priority stream), and two CQI thresholds,
(high CQI threshold and low CQI threshold), are set, if the
measured CQI is above the high CQI threshold, the WTRU
may report feedback on both high priority and low priority
streams. If the measured CQI is below the high CQI thresh-
old but above the low CQI threshold, the WTRU may report
feedback on the high priority stream only. If the measured
CQI is below the low CQI threshold, the WTRU may not
provide feedback at all.

The Node-B may change the CQI threshold(s) from time
to time based on load conditions. For instance, in case the
load of the Node-B due to other services is low, the Node-B
may allocate more resources to the downlink shared services
and employ less aggressive MCS to encode the streams,
which allows more WTRUs to enjoy high QoS. In case of
high contention between the downlink shared services and
other services, the Node-B may use more aggressive MCS
to transmit the streams thereby reducing the amount of
resources for the downlink shared services.

Alternatively, the multiple streams may be transmitted
separately in different time or using different codes. For
instance, a high priority stream may be transmitted with a
less aggressive MCS while a low priority stream may be
transmitted with a more aggressive MCS. This allows more
flexibility in the selection of the MCS and CQI thresholds
for decoding the streams. The disadvantage is that it is less
efficient since the streams are not combined in the same
signal.

It should be noted that although the feedback mechanism
above is described in terms of CDMA systems, it is generic
and may be applied to any wireless communication systems,
and the physical channel, P-RAFCH, may be defined by a
combination of any physical resources.

A method of counting the number of WTRUs which are
listening to a particular Node-B transmission by using a
contentions feedback channel, (such as P-RAFCH), will be
explained hereafter. Suppose that there are a number (M) of
WTRUs satisfying a configured criterion. The number of
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these WTRUs is counted by forcing each one of these
WTRUs to send a signal, (e.g., ACK, NACK, PING, or the
like), on the P-RAFCH.

In accordance with one embodiment, a particular physical
resource, (such as subcarrier, code, timeslot, spatial stream,
or combination of these), may be allocated for each WTRU
and the number of physical resource that are actually used
may be counted. This will generate a very accurate outcome
ignoring communication error. However, it may be ineffi-
cient in terms of overhead because if there are a lot of
WTRUSs that may be present, a lot of physical resources are
needed.

Alternatively, N physical resources may be reserved for
the P-RAFCH that the WTRUs may access at random. The
number of physical resources actually used is then counted,
and the number of WTRUs (M) is estimated based on the
number of used physical resources. While this estimate may
not be precise, the error may be tolerable for many appli-
cations. The counting error depends on the number of
available physical resources (N) and the number of WTRUs
(M). The number of N physical resources that is needed for
acceptable error may for example be obtained by solving
following equation (4) for N:

Mo = EN In(V) Equation (4)
p

where M, is the number of WTRUs that may be present,
c>1 is a tolerance factor, (e.g., c=2), and p is the probability
with which a WTRU transmits on the P-RAFCH if the
conditions for transmission are met, which will be described
in detail below. For large M,, .., N may be significantly
lower than M,, . resulting in substantial reduction in signal-
ing overhead in the uplink. Any other number of physical
resources may be used depending on the acceptable error.

A P-RAFCH may be a physical channel that is defined by
allocating one or more physical resources, (e.g., sub-carri-
ers, codes, time-slots, spatial streams, or combination of all
or some of these). One or N physical resources are reserved
for the P-RAFCH for every predefined time interval. This
predefined time interval may be referred to as a P-RAFCH
frame. The P-RAFCH frame may correspond to a frame,
super-frame, sub-frame, slot, etc. in different wireless com-
munication standards. More than one P-RAFCH may be
defined in a cell.

A “transmission criterion” (TC) may be defined for each
P-RAFCH. A TC for a P-RAFCH may be at least one of the
following, but not limited to:

(1) Successful reception of a data packet or a block of data
on a particular downlink physical channel;

(2) Successful reception of a block of data on a particular
data service (which may be spread across multiple chan-
nels);

(3) Reception of a particular signaling command;

(4) Occurrence of a measurement event; or

(5) Failure to receive a particular transmission after a
specified number of times.

ATC may yield a YES/NO answer, and each WTRU may be
able to determine it independently without any external
coordination.

FIG. 6 is a flow diagram of an example process 600 of
evaluating a transmission criterion for transmitting a
P-RAFCH. In each P-RAFCH frame for each P-RAFCH, a
WTRU determines whether a TC associated with the
P-RAFCH is satisfied (602). The TC associated with each
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P-RAFCH is provided as a part of P-RAFCH setup. If the
TC has not been satisfied, the process 600 ends, (i.e., the
WTRU does not transmit a P-RAFCH in this P-RAFCH
frame). If the TC has been satisfied, the WIRU may
optionally make a decision whether to send a P-RAFCH or
not based on a preconfigured probability (p) of sending a
P-RAFCH (604). The probability (p) may be set to ‘1’ so that
the WTRU may always send the signal once the TC is
satisfied. If the WTRU decides not to send a P-RAFCH
(606), the process ends, (i.e., the WTRU does not transmit
a P-RAFCH in this P-RAFCH frame). If the WTRU decides
to send a P-RAFCH (606), the WTRU determines N physi-
cal channels to choose from based on feedback parameters
605 (607). The WIRU may then randomly select one of N
available P-RAFCH physical resources associated with the
P-RAFCH (608). The WTRU then transmits a pre-defined
signal using the selected physical resource (610). All
WTRUSs may transmit the same signal and the signal may be
designed in such a way that collisions are unlikely to result
in nulling of the signal, (e.g., a constant amplitude and
phase).

In each P-RAFCH frame and for each P-RAFCH the
Node-B estimates whether each physical resource was used,
(e.g., using a signal detection scheme). The Node-B counts
the number of used physical resources and estimates the
number of WTRUs (M) accessed the P-RAFCH based on the
number of used physical resources.

Many services and operational improvements are possible
by using the number of WTRUs (counted or estimated). In
some applications, a broadcast service transmits certain
contents to users. The broadcaster may need to know how
many users are listening to the channel, for example in order
to enable the broadcaster to estimate how much to charge
advertisers whose contents are broadcast on the same chan-
nel. In this case, it is not important to know who those
listeners are, but only how many of them. To this effect the
listeners are instructed to send a signal (PING).

In some applications of broadcast services, the network
may wish to make sure that a service is available to at least
a certain number or percentage of WIRUs in the cell. To
ensure this, it needs to estimate the total number of WTRUs
attempting to receive the service and how many of these are
receiving it successfully. To do so, any two of the following
three quantities are needed: the number of successful recep-
tions (ACKs), the number of failures (NACKSs), and the
number of WTRUs present (PINGs). This may be accom-
plished by defining two P-RAFCHs for the service, (for
example, one for ACKs and one for NACKs, or alternatively
one for PINGs and one for ACKs or NACKs). Using a total
count (PINGs) may be preferable as this quantity is likely to
remain stable for a prolonged period of time and such a
count may be requested periodically using a more general
P-RAFCH for feedback.

In both broadcast and unicast unacknowledged services,
(i.e., the services without dedicated feedback), the Node-B
may wish to utilize several retransmissions to ensure proper
data delivery. On the other hand, the Node-B may want to
fine-tune the number of retransmissions to minimize the
number of retransmissions while delivering appropriate
quality of service (QoS) to at least some minimal number of
WTRUs. The P-RAFCH may be used for this object by
defining TC to be lack of successful decoding after a
predetermined number of retransmissions. A WTRU
attempts to decode data after every re-transmission, and if
the WTRU fails after a predefined number of attempts, the
WTRU sends a NACK on the P-RAFCH. By counting the
NACKs and estimating the number of WTRUs which
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responded, the Node-B may appropriately select the number
of retransmissions which minimizes air interface usage
while meeting the required QoS. This mechanism may be
used for adjusting power control for these types of services.

The method for estimating the number of WIRUs (M)
based on the number of observed used physical resources
out of a total of N physical resources in a P-RAFCH frame
is explained in detail. It should be noted that this is not the
only estimator that may be used, although the estimator M
provides fairly good performance especially when M is
likely to be quite large.

It is assumed that p=1, (i.e., a WTRU always transmits on
a P-RAFCH if a TC is satisfied). It should be noted that
setting p=1 is an example and p may be set differently. When
p is not equal to ‘1’, equation (8) below needs to be
multiplied by a factor of 1/p. Because the generation of
SEND/NO SEND decision for each WTRU is independent
of other events, the analysis extends to other value of p:
0<p<l1, by simply multiplying the estimator by a factor of
1/p.

Let T be the number of used physical resources in a
P-RAFCH frame with a total of N physical resources. T is
a random variable, 0<T<N. Based on this, the number of
WTRUs that actually sent feedback is estimated, (i.e., count
the WTRUs which sent an ACK).

The distribution of T given M is a distribution that when
M agents picked one out of N=1 objects (with replacement).
Only T distinct objects are actually picked. The problem is
closely related to the coupon collector problem, which is a
standard combinatorial problem. The distribution is given as
follows:

NU S(M, D
(N—1) NM

Equation (5
PHT =1 = quation (5)

0 <r<minN, M),
Pr{T=1=0

otherwise,
where S(M,T) is the Stirling number of the second kind:

Equation (6)

1 - (T
S(M, 1) = [—,Z (—l)f( _](z—j>M.
! = 7

The distribution is quite complex. In particular, the maxi-
mum likelihood (ML) estimate is difficult to obtain as
maximizing Equation (4) over M is difficult analytically or
computationally. It is well known that asymptotically:

M E ion (7
E[T] = N(l _(1 _ %] ]z N(L = MMy, quation (7)

While equation (7) is accurate only asymptotically, it is good
enough. From equation (7), the following approximate esti-
mator may be used:

Equation (8)
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The approximate estimator may be used instead of the exact
one to save some complexity, if needed. It can be shown that
equation (8) is the minimum variance unbiased estimator of
M based on T.

If t=N, the estimate M(N)=co. This makes intuitive sense
in the view of an ML estimation, i.e., maximizing a poste-
riori likelihood. In case that all physical resources in the
P-RAFCH frame have been used, the number of WTRUs
that makes it most likely that this would happen should be
infinite, absent any upper bound. Using this intuition, a
design criterion is suggested for selecting an appropriate
number of feedback slots, given a maximum expected
number of WTRUs. Specifically,

N-1 Equati
Mipax(N) = —cN ln(l - T) =cN In(N), quation (9)

which can be solved for N numerically given M,,,,, and ¢ is
an appropriately selected constant, which may even be set
larger than 1. For example, ¢c=2 would be a reasonable
choice.

Described herein are example methods for managing
group communications. The example methods disclose
forming subscriber groups, signaling of group assignments,
grouping physical channels, assigning logical or physical
channels to subscriber groups, defining triggers for activat-
ing feedback channels and the like. These example methods
may be used in a standalone manner or in combination with
any of the methods described herein. Although the example
methods may be illustrated with respect to E-MBS, the
example methods are generally applicable to any form of
multicast services, broadcast services, multimedia services,
and the like. The example methods are also applicable to
machine-to-machine (M2M) communications where confir-
mation of commands may be desired. The example methods
described herein are applicable everywhere where channel
information needs to be provided efficiently to a potentially
large number of WTRUs.

In general, grouping of subscribers may be performed by
multicast/broadcast service or by channel usage. The size of
the group may take any integer number. For example, a
group may be defined having a size of one (1), which may
be equivalent to a dedicated channel. Alternatively, very
large groups may be defined to support a very large number
of subscribers.

In an example method, the subscribers to a multicast/
broadcast service may be partitioned into subscriber groups.
For example, the subscriber group may be defined for any
use such as for negative acknowledgements, counting, or the
like or for a specific use. Alternatively different subscriber
groups may be defined for different uses.

Other features may further define the subscriber groups
and/or its members. For example, the subscriber groups may
have a minimum number of subscribers or WTRUs.
Although WTRUs may be referred to herein, example
methods and embodiments are equally applicable with
respect to subscribers. In one instance, the minimum number
of WTRUs per subscriber group may be set to one. In
another example, a WIRU may belong to at least one
subscriber group, but may belong to more than one sub-
scriber group. Thus, for example, a WTRU may belong to
subscriber groups defined for multiple services and for
multiple uses per service.

In general, subscriber group assignment(s) for a WTRU
may be signaled upon establishment of service, for example

10

15

20

25

30

35

40

45

50

55

60

65

22

multicast/broadcast service, to the WTRU. The subscriber
group assignment(s) may be changed later by the base
station which transmits data of the multicast/broadcast ser-
vice or the serving base station of the WITRU. Each WTRU
may be specifically (i.e., unicast) signaled its subscriber
group assignment. Alternatively, group membership may be
implied by, for example, the received multicast/broadcast
service or M2M command. Moreover, the physical channels
that belong to a subscriber group may simply be signaled to
each subscriber. In addition, certain cell parameters may be
broadcast or unicast to the WIRU. Depending on the exact
number of bits assigned to specific signaling fields, example
methods may be flexible enough such that the base station
may establish a non one-to-one mapping of physical (PHY)
channels to subscriber groups. The base station may define
the mapping in such a way that the mapping is one-to-one or
where the resulting mapping ambiguity is beneficial.

Described herein is an overview of physical channel
construction. For illustration purposes only, the description
is in terms of the feedback channel but may be applicable to
any channel. The feedback control region, such as the
multicast/broadcast service feedback control region, is an
uplink (UL) PHY control region that may consist of distinct
sequences modulated on an integer number of subcarriers
and integer number of orthogonal frequency-division mul-
tiple access (OFDMA) symbols in the UL subframe for
OFDM/OFDMA technology, orthogonal sequences in a cer-
tain time slot for code divisional multiple access (CDMA)
technology, or the like.

The feedback region may consist of physical feedback
channels. In one example, the physical feedback channels
may form an ordered set. In another example, the physical
feedback channels may be grouped into logical channel
groups. In a third example, physical feedback channels form
an ordered set and are grouped. A group of physical feed-
back channels may be called a logical feedback channel. The
logical feedback channel therefore, if used, is a property of
the cell.

Described herein is an overview of channel assignments.
In one example assignment method, one or more logical
channels may be assigned to a subscriber group. In another
example assignment method, one or more individual physi-
cal channels may be assigned to a subscriber group. Selec-
tion of the assignment method may depend on design
parameters such as the number of subscriber groups and how
dynamic the association of WTRU is to groups. The logical
channels may be used in the case where a large number of
subscriber groups exist, for example, to cover multiple
multicast/broadcast services and usages. Both assignment
methods are described herein below.

In general, trigger definitions for a WITRU to activate a
channel, such as a feedback channel, may be user group
specific, pre-defined or signaled by the base station. The
WTRU may activate common channel transmission upon
fulfillment of trigger conditions. The activated channel may
be selected randomly from all physical channels assigned to
the subscriber group, regardless of the method of assign-
ment.

Described herein is an embodiment for user groups asso-
ciated with logical multicast/broadcast channels. This
embodiment may not have rigid links between the group and
the number of physical channels assigned to it. Moreover,
the physical channels may be signaled at any time using a
few parameters. FIG. 7 illustrates the mapping between the
subscribers and physical channels. In particular, shown are
the relationships between subscriber group 700a, logical
channels 710, 720 and physical channels 790; subscriber
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group 7005, logical channels 750 and physical channels 790;
and subscriber group 700c, logical channels 785 and physi-
cal channels 790.

In this embodiment, the physical channels 790 may be an
ordered set. The order may either be known or signaled to
each WTRU using broadcast or unicast signaling. If, for
example, the physical channels 790 are constructed with
codes over sub-carriers in OFDM symbols (similar to an
IEEE 802.16m random access or ranging preamble), then
the set may be obtained by ordering the channels code-first
or resource block-first, as desired. Other similar methods
may be used to obtain the ordered set.

The logical channel to physical channel mapping may be
defined using at least two methods. In a first example
method, referred to as ordered logical channel size method,
all logical channels may be arranged in an arbitrary but
known order. For example, the logical channels may be
arranged in a decreasing order with respect to their number
of associated physical channels. An example of such an
arrangement is defined in Table 1, which shows the number
of'logical channels per each logical channel size. The index
of the logical channel, signaled to the WTRU, uniquely
specifies the number and location of physical channels that
belong to the logical channel.

TABLE 1

Number of logical
channels with
defined number of
physical channels

Number of
physical channels
per each logical
channel

1

=N ooy
=
IS

With knowledge of the above parameters and the logical
channel assignment for the group (l;, 1,, and so on), the
WTRU may determine the exact physical channels as
depicted in FIG. 7.

For example we may have L, =2, L,=1, L ,=1, L,=0 and
L,=3. Then a logical channel sequence may be constructed
as following: {(16) (16) (8) (4) (1) (1) (1)}. The number
defined between the parenthesis (i.e., (.)) is the number of
physical feedback channels in each logical channel (i.e., (16)
states that there are 16 physical feedback channels in each
logical channel, and (8) states that there are 8 physical
feedback channels in each logical channel, etc.). Starting the
index from zero, an index of two may, for this example,
inform the WTRU to use physical channels 32-39. This may
be illustrated as: index O equals positions 0-15 (the first
“16”); index 1 equals positions 16-31 (the second “16”); and
index 2 equals positions 32-39 (the “8” bits).

In a second example, referred to as the arbitrary logical
channel size method, the logical channel may be arranged in
an arbitrary order (i.e., not by size). Then, the mapping may
be explicitly signaled, which may require higher overhead
but may allow more flexibility. For example, a logical
channel sequence may be: {16, 8, 8, 16, 4, 1, 2, 4}. Then, a
logical channel index of two may tell the WTRU to use
physical channels from 24 to 31. This may be illustrated as:
index O equals positions 0-15 (the “16™); index 1 equals
positions 16-23 (the first “8”); and index 2 equals positions
24-31 (the second “8” bits).

The base station may broadcast or signal specifically to
the WTRU (i.e., unicast) when the WTRU subscribes to a
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service at least the following parameters: the broadcast or
signal may include the multicast/broadcast physical channel
parameters as applicable, for example, number of codes and
number of subcarriers per resource group. Alternatively, the
multicast/broadcast physical channel parameters may be
standardized or predefined. The broadcast or signal may
include ordered or arbitrary logical to physical channel
mapping information, as defined above. It may further
include the index of logical channel or channels assigned to
each subscriber group (a single number per logical channel
per subscriber group). Also included in the broadcast or
signal may be the triggers for activation of each subscriber
group. The base station may signal (i.e., unicast) to each
WTRU its at least one subscriber group associations each
time the WTRU subscribes to a service. Alternatively the
subscriber group association is implied from the service and
the mapping is broadcast.

To change the number of physical channels associated
with any group, the base station may broadcast the logical
channel assignment of the group as a logical channel index
(single number) or may re-transmit Table 1 for the ordered
case or the physical channel mapping sequence for the
arbitrary case or both.

Described herein is an embodiment for user groups asso-
ciated with physical feedback channels. In this embodiment,
every user group may be associated with a set of physical
feedback channels. The mapping may be arbitrary in which
case it may have to be specifically listed. Alternatively, it
may be ordered. For example, assuming an ordered set of
physical feedback channels, one may define the number of
physical feedback channels for each subscriber group
according to Table 2, which defines the physical channels to
subscriber group assignments. The Table 2 information may
either be broadcast by the cell or signaled specifically to the
WTRU. This definition uniquely defines a mapping between
the subscriber group and a set of physical feedback channels.

The base station broadcasts or signals specifically to the
WTRU (i.e., unicast) when the WTRU subscribes to a
service. The broadcast or signal may include the physical
channel parameters as applicable, for example, the number
of codes and number of subcarriers per resource group.
Alternatively, it may be standardized or predefined. More-
over, the information shown in Table 2 or its equivalent and
the triggers for activation of each subscriber group may be
broadcast or signaled to the WIRU.

TABLE 2

Number of physical

Subscriber Group channels

1 N_1
2 N_2
3 N_3

In this embodiment, the subscriber group may act as the
index to which number of physical channels may be used.

The base station unicasts to each WIRU its at least one
subscriber group association(s) each time the WTRU sub-
scribes to a service. As may be seen, changing the number
of physical channels available to any group may require
signaling the other groups.

Described herein is an embodiment where channel control
based on grouping may not exist at least from the perspec-
tive of the WTRU. As in the other embodiments, physical
channels exist and their location may be known or signaled
to the WIRU.
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Also as in the other embodiments, the base station may
maintain subscriber groups as a means to logically deter-
mine the information provided by the feedback, scope the
number of physical channels, and the like. In this embodi-
ment, the WIRU may not be aware of such a grouping. The
following information may be signaled to a WIRU during
its service initialization: various triggers to activate the
channel, and the assignment of the physical channels for
each trigger. The assignment may either be a range of
physical channel indexes or a set of physical channel
indexes.

Although features and elements are described above in
particular combinations, one of ordinary skill in the art will
appreciate that each feature or element can be used alone or
in any combination with the other features and elements. In
addition, the methods described herein may be implemented
in a computer program, software, or firmware incorporated
in a computer-readable medium for execution by a computer
or processor. Examples of computer-readable media include
electronic signals (transmitted over wired or wireless con-
nections) and computer-readable storage media. Examples
of computer-readable storage media include, but are not
limited to, a read only memory (ROM), a random access
memory (RAM), a register, cache memory, semiconductor
memory devices, magnetic media such as internal hard disks
and removable disks, magneto-optical media, and optical
media such as CD-ROM disks, and digital versatile disks
(DVDs). A processor in association with software may be
used to implement a radio frequency transceiver for use in
a WTRU, UE, terminal, base station, RNC, or any host
computer.

What is claimed is:

1. A wireless transmit receive unit (WTRU) comprising:

a processor and a transceiver configured to receive data
using a multiple input multiple output (MIMO) trans-
mission from each of a plurality of synchronized net-
work nodes, wherein the data received from each of the
plurality of synchronized network nodes is the same
data; and

the processor and the transceiver further configured to
transmit feedback information to a single one of the
plurality of synchronized network nodes, wherein the
feedback information includes negative acknowledg-
ments and channel quality indicators, and wherein in
response to the transmitted channel quality indicators,
the processor and the transceiver are further configured
to receive the same data again from the plurality of
synchronized network nodes.

2. The WTRU of claim 1 wherein the received same data

is received by a plurality of WTRUs.
3. The WTRU of claim 1 wherein the WTRU is in a group
of a plurality of groups of WTRUs, wherein the plurality of
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WTRU groups receives data transmitted substantially simul-
taneously using MIMO transmissions from the plurality of
synchronized network nodes.

4. A method for use in a wireless transmit receive unit
(WTRU), the method comprising:

receiving, by the wireless transmit receive unit (WTRU),
data using a multiple input multiple output (MIMO)
transmission from each of a plurality of synchronized
network nodes, wherein the data received from each of
the plurality of synchronized network nodes is the same
data; and

transmitting, by the WITRU, feedback information to a
single one of the plurality of synchronized network
nodes, wherein the feedback information includes
negative acknowledgments and channel quality indica-
tors and wherein in response to the transmitted channel
quality indicators, the WTRU receives the same data
again from the plurality of synchronized network
nodes.

5. The method of claim 4 wherein the received same data

is received by a plurality of WTRUs.

6. The method of claim 4 wherein the WTRU is in a group
of a plurality of groups of WIRUs, wherein the plurality of
WTRU groups receives data transmitted substantially simul-
taneously using MIMO transmissions from the plurality of
synchronized network nodes.

7. A wireless network node comprising:

a processor and a transceiver configured to transmit data
to a wireless transmit receive unit (WTRU) using a
multiple input multiple output (MIMO) transmission in
a synchronized manner with a plurality of other net-
work nodes, wherein the data transmitted by each of the
plurality of synchronized network nodes is the same
data and wherein each of the plurality of synchronized
network nodes transmits the same data using a MIMO
transmission; and

the processor and the transceiver further configured to
receive feedback information from the wireless trans-
mit receive unit, wherein the feedback information is
not transmitted to the other network nodes, wherein the
feedback information includes negative acknowledg-
ments and channel quality indicators and wherein in
response to the transmitted channel quality indicators,
the processor and the transceiver are further configured
to transmit the same data again using a MIMO trans-
mission in a synchronized manner with the plurality of
other network nodes.

8. The wireless network node of claim 7 wherein the

transmitted same data is received by a plurality of WIRUs.

9. The wireless network node of claim 7 wherein the
processor and the transceiver are further configured to
transmit data to a plurality of WITRU groups substantially
simultaneously using MIMO transmissions.
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